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 • Economical Semi-Automatic Swing Arm Tire Changer for 
Rims up to 24” 

 • Strong and Durable

Table Top Clamping Capacity  (Inside) ............................13” - 26”
Table Top Clamping Capacity (Outside) ..........................11” - 24”
Maximum Wheel Diameter ............................................................47”
Tire Width .......................................................................................3 - 13”
Bead Breaker Opening ....................................................................13”
Bead Breaker Pressure ......................................................... 3372 Lbs
Working Air Pressure ..............................................................8-10 Bar
Motor Power .................................................................................. 110 V
Chuck Rotation Speed ........................................................... 6.5 RPM
Noise Level Running ................................................................<70 dB
Net Machine Weight ...............................................................527 Lbs
Gross Machine Weight  ..........................................................593 Lbs

S TA R T L I N E  by  M O N D O L F O  F E R R O  —  S 4 24  *ECONOMY SWING ARM TIRE CHANGER

DESCRIPTION

SPECIFICATIONS

* S424 Tire Changer is Shown With
 the Optional HSU24 Assist Arm

S TA R T L I N E  by  M O N D O L F O  F E R R O  —  S 524 T I  *ECONOMY TILT BACK TIRE CHANGER

 • Economical Automatic Tilt Back Tire Changer for Cars, 
Lightweight Transport Vehicles and Motor Vehicles

Table Top Clamping Capacity  (Inside) ............................13” - 26”
Table Top Clamping Capacity (Outside) ..........................11” - 24”
Maximum Wheel Diameter ............................................................43”
Tire Width .......................................................................................3 - 14”
Bead Breaker Opening ....................................................................15”
Bead Breaker Pressure ......................................................... 3372 Lbs
Working Air Pressure ..............................................................8-10 Bar
Motor Power .................................................................................. 110 V
Chuck Rotation Speed ........................................................... 6.5 RPM
Noise Level Running ................................................................<70 dB
Net Machine Weight ...............................................................562 Lbs
Gross Machine Weight  ..........................................................650 Lbs

DESCRIPTION

SPECIFICATIONS

*  
S524TI Tire Changer is Shown With

 the Optional HTB24 Assist Station


